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OPOS/JavaPOS Character Set vs. Character Table

The Fujitsu OPOS/JavaPOS Services support character table selection in
several ways. Configuration values (in the registry or jpos.xml) are used to
enable the upper page selection (characters in the 128 to 255 range) and to
define the default settings. The application can override these settings simply by
changing the “CharacterSet” property. If neither of these procedures is desired,
the enable parameter is left set to false and the Fujitsu Line Display Utility used
to set the displays character table.

The international characters can only be set by configuration parameters or the
utility. There are no Unified POS properties that are used to define replacement
characters in the 32 to 127 range according to country and thus no way for an
application to control this setting for this device.

The table below gives the mapping of the character set (code page) values and
the selected character table. The Character Tables can be found at the end of
this document.

Character Set Character Table (hex)
101
850
858
860
863
865
932
1252
All other

o|o|~N|u|~wigINv o

Procedure to enable the service to configure the VF60 character set:

1. If needed, add the code page you want to the list parameter
"CharacterSetList".

2. Select the character set by setting parameter “CharacterSet” (default is

101).

Select the international character set desired (default is 0 - USA)

Set the enable parameter (see below) to true. This is needed for the

service to actually change the VF60 Character Page setting. Otherwise

the service will use the settings that are currently selected in the device.
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OPOS Specific Settings:

OPOS uses the Windows registry to define parameters for the device service.
The registry paths for the VF60 line displays are. Note: “SetSBCS” default
setting is “false”.
HKLM/Software/OleForRetail/ServiceOPOS/LineDisplay/VF60-1
HKLM/Software/OleForRetail/ServiceOPOS/LineDisplay/VF60-2

OPOS Reqistry Settings:

"SetSBCS"="T" {true to enable}
“CharacterSet’=101 {from list}
"Setlnternational"="0" {Use value 0 - 10}
"CharacterSetList"

=101,102,437,850,858,860,863,865,932,936,949,950,998,1252

OPOQOS for the VF60 can be found at the following link:
http://www.fujitsu.com/us/services/retailing/support/drivers/opos/

JavaPOS Specific Settings:

JavaPOS uses an XML file (usually jpos.xml) to define parameters for the device
service. Note: “EnableCharTables” default setting is “true”.

JavaPOS jpos.xml Settings:

<prop name="EnableCharTables" type="String" value="true"/> {true to enable}
<prop name="InternationalTable" type="String" value="0"/> {Use value 0 — 10}
<prop name="CharacterSet" type="String" value="101" />  {from list}

<prop name="CharacterSetList" type="String"
value="101,102,437,850,858,860,863,865,932,936,949,950,998,1252" />

JavaPOS for Windows can be found at the following link:
http://www.fujitsu.com/us/services/retailing/support/drivers/teamposdevices/
Download FjWinJavaPOS.ZIP.
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Fuijitsu Line Display Utility:

The line display utility can also be used to select the VF60 character table
international character set and can be found at the following link:

http://www.fujitsu.com/us/services/retailing/support/drivers/teamposdevices/

Download the VF60.ZIP file.

£z Fujitsu Linedisplay Utility
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Procedure to use the utility to confiqure the VF60 character set:

1
2.
3.
4

Select COM Port (COM46 [VF60-1]
Select International Characters
Select Character Table

- COM42 [VF60-2])

Click “Write” button to send to the display
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VEGOQ International Characters and Character Tables:
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Pn = 00H

Pn = 01H

' 0/12/345/6789ABCDEF 0123456789ABCDEF
SENBIE23ECBREIEAR QECHEERE=TEEREERR
VERESEEOLGEOCEERE |HANINNBERBTEREREE
ASESORNEDEERREERS ABETGLNSREBEAREEY
BEEEITIINTINg2229 BEFIOIADENIONIALD
CEEEFEgEgRgayRES CERRNEHECEROAEDSER
DEFEEEFRELEFRERUN DERREENSBRIEENDENY
EREMAESEXERNEOEED EONmOREREEaRssEyY
FEREEfNERTER NN FERRREEERREREDERE
Pn = 02H Pn = 03H

012/3456789ABCDEF 0123456789ABCDEF
SEUEASS3FREEEITIIRA| |SEHEARLEACEEEIOEAA
OERESEE00RC0RETESE| (WEXNEEEEO0IC0EEORS
ASESOFEHE0CESREETEES| (ZWSPEOFHEDEDERYETES
BEREIIAEACANG2EYY| (sEEEFYTINYANNE2YY
CEERFEIEANESYD=SE) |cEEEEERRRBE=YDI=RR®
DEPEEEIEREAFNEYET| [(DERSERFEE*IFEERNT
EERBEEBAERDDOERTN| |FEETEEHEEEROBUEED
FEESENEEUREpaE=nl| |FEREEUEEnEEnEN]
Pn = 04H Pn = 05H

 0123456789ABCDEF 0123456789ABCDEF
SEHESEENEREEIT SRS SEHERES2FEERIIEAR
JEEESEICUEC0REU0E| [(EBEEEECLFEOEETRS
ARCEBREISTIESRESER ASEIEORHEREERRETER
BEEEIIIIRYIINGE 24y BEZETIIISya =284
CEEREEERRREEND=E CEESEEERRPRES2=9"
DEFFENERRFEENREND DEFSFEEFREF2EERRRE Y
EXENREGAEERNA0EED| |(FEEDEEGNEERNENEED
FEEEE N EERE S NN FEEEENIERREanENE
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Pn = 06H Pn 07H

0123456789ABCDEF 0123456789ABCDEF
SENEENNENBEEREZEE| (cEHESERUEEEEEEEZAE
OEBEERIEEEEEIEEEN| (oEEUEEUEEIEEIEEUE

AEFSEEXIEIBARESRT| |ABHEIFNESORIBENBIAN
BEEEEIpILUIOBNEEE| (BEFAIANEROONLIRD
CHEBMEAECEEREYERE| |CEFUFRICERUAEDSER
DENEEAEEEEDOODYEE| |DELREENISBUEEDDINE
ESSSEEEBCREEBITNY| |CHBEEEAREREERNRNY
FERBEEEEERDUDOTRY| (FENBSEEEEEDUDDREY

Pn = 19H
 0123456789ABCDEF
ﬁsmaaaaaga55$;;aa
JEREEEEONEDBEDES
ASfEEEEEDEEREETES
BEBEIVSAEIT N ERY
CEERFEFEEPRESF=98
n!ﬂ&!ﬂﬂ!!ﬂ!}lﬂ;;@
ESEBEEORERDODERTY
FEEERNBENRERNEENE

TeamPoS 3000 VF60 Character Table Selection Page 7



